
To view the full contents of this document, you need a later version of the PDF viewer. You can upgrade 
to the latest version of Adobe Reader from www.adobe.com/products/acrobat/readstep2.html 
 
For further support, go to www.adobe.com/support/products/acrreader.html


BRIDGE STRUCTURAL CONDITION HISTORY
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Date:
Event - Prime Consultant
I = Initial         R = Routine   S - Special
D - Damage    ID = In Depth
Load Rating
Inventory
Operating
H
HS
H
HS
Load Posting
O - Observed
R - Recommended
Sign
Type:
Qty:
1085
Condition Ratings
58
59
60
61
62
Example: Bridge having current posting of 12,000 lbs. Gross and 7,500 lbs. Axle or Tandem (R12 - 4T); 2 signs; and posting still recommended.
DO NOT DISCLOSE - INFORMATION CONFIDENTIAL UNDER THE TEXAS HOMELAND SECURITY ACT AND 23 USC SECTION 409, SAFETY SENSITIVE INFORMATION
11/23/92
R - XYZ Engineering
N
7
6
4
6
2
4
O - 12,000 - 7,500
6.9
5.2
3.0
10.1
R - Retain 
WEIGHT
LIMIIT
TANDEM
AXLE
        LBS.
WEIGHT
LIMIIT
AXLE OR
TANDEM
        LBS.
WEIGHT
LIMIIT
TANDEM
AXLE
        LBS.
OTHER
2
3
4
5
1
R12-4Tc
R12-4Tb
R12-2Tc
R12-2Tb
GROSS
        LBS.
WEIGHT
LIMIIT
GROSS
        LBS.
AXLE OR
TANDEM
        LBS.
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